
• 36” coverage panels cut to specified lengths

• Utilizes standard trim and accessory systems

• Code compliant down to 1/2/12 pitch with rib 

 sealant

• Material and product MADE IN USA

• 29 gauge grade 80 steel .015” minimum base 

 metal thickness 

• ASTM A792 AZ50 galvalume coated steel 

 substrate (G90 equivalent)

• UL® 2218/Class 4 impact rating, UL® 

 certification number is R40839

• Siliconized modified polyester paint system 

• Energy Star rated coatings

• Interior liner panel available in Bright White only (29 gauge .014” base metal thickness)

• Liner also available in perforated for sound reduction or ventilation purposes

SR36 PANELS
29 Gauge Ag Panel

Panel profile

989.433.5705

Available colors

Black Burgundy Forest 
Green

Gallery 
Blue

Charcoal Rustic 
Red

Burnished 
Slate

Brown

Textured Finish

Matte 
Black

Burgundy Forest 
Green

Gallery 
Blue

Charcoal Rustic 
Red

Burnished 
Slate

Brown

Smooth Finish

Brilliant 
White

Hunter 
Green

Copper 
Metallic

Galvalume

Pewter 
Gray

Taupe Ocean 
Blue

Light 
Stone

Alamo 
White

Bright Red Tan Ash Gray Rosewood Western 
Rust

Weathered 
Gray


